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Operator
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RoadSpark SLIM 60W / Luminaire Data Sheet

Luminous emittance 1:

See our luminaire catalog for an image of the 1050 oo
luminaire.
90° 90°
#5° 75°
60° oy 60°
300
45° 400 45°
500
600
30° 152 0° 15 302
cd/kim n=82%
C0-C180 —C90 - C270
Luminaire classification according to CIE: 100 Due to missing symmetry properties, no UGR table
CIE flux code: 35 68 94 100 82 can be displayed for this luminaire.
FY
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Operator
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e-Mail

SIA Elnitor RoadSpark SLIM 80W / Luminaire Data Sheet

Luminous emittance 1:

See our luminaire catalog for an image of the 1030 e
luminaire.
90° 90°
#5% 75°
60° 60°
320
45° 45°
480
640
30° 152 0° 15 30°
cd/kim n = 88%
C0-C180 —C90 - C270
Luminaire classification according to CIE: 100 Due to missing symmetry properties, no UGR table
CIE flux code: 35 68 94 100 88 can be displayed for this luminaire.
FY
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Operator
Telephone
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e-Mail
Lauku iela / Planning data
Street Profile
Roadway 1 (Width: 3.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)
Maintenance factor: 0.85
Luminaire Arrangements
(1
S =1 Y
L 1 1 i -050 m H
0.00 42.00 m )
Luminaire: RoadSpark SLIM 60W
Luminous flux (Luminaire): 6072 Im Maximum luminous intensities
Luminous flux (Lamps): 7440 Im at 70°: 457 cd/klm
Luminaire Wattage: 60.0 W at 80°: 96 cd/kim
Arrangement: Single row, bottom at 90°: 12 cd/kim
Pole Distance: 42.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 8.000 m luminaire installed for use.
Height: 8.000 m No luminous intensities above 90°.
Overhang (2): -0.500 m Arrangement complies with luminous intensity class G3.
Boom Angle (3): 0.0° Arrangement complies with glare index class D.4.

Boom Length (4): 1.500 m
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14.04.2015

Operator
Telephone
Fax

e-Mail

Lauku iela / Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Lauku iela / False Colour Rendering

90 120 300

Page 10



Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Lauku iela / Valuation Field Roadway 1/ Observer 1/ Isolines (L)

— |02 e 0.54 =

0.00 42.00 m

\ 0.27——0.36———0.36——( 35 13.00 m

0.00

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 0.750 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.34 0.46 0.40 12
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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Operator
Telephone
Fax

e-Mail

Lauku iela / Valuation Field Roadway 1/ Observer 2 / Isolines (L)

0.00 42.00 m

—| N 02772036 2045 § go=—=0.36=—0 36 13.00 m

0.00

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 2.250 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.36 0.46 0.44 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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14.04.2015
Operator
Telephone
Fax
e-Mail
Ceplu iela/ Planning data
Street Profile
Roadway 1 (Width: 5.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)
Maintenance factor: 0.85
Luminaire Arrangements
(1
= m Y
L ., -1.00m —p
0.00 43.00 m (2
Luminaire: RoadSpark SLIM 60W
Luminous flux (Luminaire): 6072 Im Maximum luminous intensities
Luminous flux (Lamps): 7440 Im at 70°: 457 cd/klm
Luminaire Wattage: 60.0 W at 80°: 96 cd/kim
Arrangement: Single row, bottom at 90°: 12 cd/kim
Pole Distance: 43.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 8.000 m luminaire installed for use.
Height: 8.000 m No luminous intensities above 90°.
Overhang (2): -1.000 m Arrangement complies with luminous intensity class G3.
Boom Angle (3): 0.0° Arrangement complies with glare index class D.4.
Boom Length (4): 1.500 m
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14.04.2015

Operator
Telephone
Fax

e-Mail

Ceplu iela/ Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.600).
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Ceplu iela / False Colour Rendering

90 120 300
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14.04.2015

Operator
Telephone
Fax

e-Mail

Ceplu iela / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

0.22 022 - 033 5.00 m
RN 033—033—
033 NN_022 0.33”’f'_——()_44_\0 ”
- ] 0.55 .
0.00
0.00 43.00 m

Values in Candela/m?, Scale 1 : 351

Grid: 15 x 6 Points
Observer Position: (-60.000 m, 1.250 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul Tl [%]

Calculated values: 0.33 0.44 0.40 14
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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14.04.2015

Operator
Telephone
Fax

e-Mail

Ceplu iela / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

3 0.24 500m
0.36 0.36 0.36
\ \/0.24 0.36/ —
0.36 0.60—0.60 0.48
0.00
0.00 43.00 m

Values in Candela/m?, Scale 1 : 351

Grid: 15 x 6 Points
Observer Position: (-60.000 m, 3.750 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul Tl [%]

Calculated values: 0.35 0.43 0.53 10

Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15

Fulfilled/Not fulfilled: v v v v
FY
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14.04.2015

Operator
Telephone
Fax

e-Mail

Dzirnavu iela / Planning data

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

L ., -250m
0.00 42.00 m

Luminaire:

Luminous flux (Luminaire): 8081 Im

Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Arrangement: Single row, bottom

Pole Distance: 42.000 m

Mounting Height (1): 8.700 m

Height: 8.700 m

Overhang (2): -2.500 m

Boom Angle (3): 50°

Boom Length (4): 2.000 m

(Width: 6.500 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

SIA Elnitor RoadSpark SLIM 80W

Maximum luminous intensities

at 70°: 501 cd/kim
at 80°: 188 cd/klm
at 90°: 19 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 95°.

Arrangement complies with luminous intensity class G1.
Arrangement complies with glare index class D.4.
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14.04.2015

Operator
Telephone
Fax

e-Mail

Dzirnavu iela / Luminaire parts list

SIA Elnitor RoadSpark SLIM 80W See our luminaire

Article No.: catalog for an image of
Luminous flux (Luminaire): 8081 Im the luminaire.
Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 88

Fitting: 1 x Cree XP-G (Correction Factor 0.600).

Page 19



Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Dzirnavu iela / False Colour Rendering

30 40 50 70 90 120 300
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14.04.2015

Operator
Telephone
Fax

e-Mail

Dzirnavu iela / Valuation Field Roadway 1/ Observer 1/ Isolines (L)

0.24— T650m
—_ 040 R
0.32—__0.40——"-0.48 040
To0.00
42.00 m

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 1.625 m, 1.500 m)

tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul Tl [%]

Calculated values: 0.31 0.53 0.59 14

Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15

Fulfilled/Not fulfilled: v v v v
FY
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14.04.2015

Operator
Telephone
Fax

e-Mail

Dzirnavu iela / Valuation Field Roadway 1/ Observer 2 / Isolines (L)

= e ] T6.50m
— 0.22 0.22
033—— ___ 0.44
0.44~ 055 ——————0.55—__ ——————0.44——
. ~ To.00
0.00 42.00 m

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 4.875 m, 1.500 m)

tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.34 0.50 0.74 9

Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15

Fulfilled/Not fulfilled: v v v v
FY
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (pirmais posms) / Planning data

No P15 I1dz tiltam

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

. T-100m

Luminaire:

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

45.00 m

(Width: 6.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

SIA Elnitor RoadSpark SLIM 80W

8081 Im

9200 Im

80.0 W

Single row, bottom
45.000 m

8.500 m

8.500 m

-1.000 m

0.0°

1.500 m

Maximum luminous intensities

at 70°: 492 cd/klm
at 80°: 103 cd/klm
at 90°: 13 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 90°.

Arrangement complies with luminous intensity class G2.
Arrangement complies with glare index class D.4.
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (pirmais posms) / Luminaire parts list

SIA Elnitor RoadSpark SLIM 80W See our luminaire

Article No.: catalog for an image of
Luminous flux (Luminaire): 8081 Im the luminaire.
Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 88

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (pirmais posms) / False Colour Rendering

90 120 300
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (pirmais posms) / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

0.22 0.22 5 6.00m
5 / 0.33=—-=033—"" "1
033 \,0.22 033 """ —044—_
b 0.55 0.44
0.33 —
0.00

—t : {

0.00 45.00 m

Values in Candela/m?, Scale 1 : 365

Grid: 15 x 6 Points
Observer Position: (-60.000 m, 1.500 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul Tl [%]

Calculated values: 0.31 0.43 0.42 13
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims

Operator
Telephone
Fax

e-Mail

DIALux

14.04.2015

Liela iela (pirmais posms) / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

S < i 6.00 m
024 02 0.36 == 0.36 —
0.36 0.487770.60 — 048
‘ 0.00
" 000 45.00 m

Grid: 15 x 6 Points
Observer Position: (-60.000 m, 4.500 m, 1.500 m)

tarmac: R3, q0: 0.070

Values in Candela/m?, Scale 1 : 365

L,, [cd/m?] uo ul Tl [%]
Calculated values: 0.34 0.41 0.54 9
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (otrais posms) / Planning data

No tilta [1dz Audéju ielai

Street Profile

Roadway 1 (Width: 5.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

Maintenance factor: 0.85

Luminaire Arrangements

(1

— h i
o © . T-150m e

0.00 40.00 m (2
Luminaire: SIA Elnitor RoadSpark SLIM 80W
Luminous flux (Luminaire): 8081 Im Maximum luminous intensities
Luminous flux (Lamps): 9200 Im at 70°: 492 cd/klm
Luminaire Wattage: 80.0 W at 80°: 103 cd/klm
Arrangement: Single row, bottom at 90°: 13 cd/kim
Pole Distance: 40.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 8.000 m luminaire installed for use.
Height: 8.000 m No luminous intensities above 90°.
Overhang (2): -1.500 m Arrangement complies with luminous intensity class G2.
Boom Angle (3): 0.0° Arrangement complies with glare index class D.4.
Boom Length (4): 1.500 m
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (otrais posms) / Luminaire parts list

SIA Elnitor RoadSpark SLIM 80W See our luminaire

Article No.: catalog for an image of
Luminous flux (Luminaire): 8081 Im the luminaire.
Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 88

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (otrais posms) / False Colour Rendering

90 120 300
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (otrais posms) / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

5.00 m
~~—_ &_,022 —_— 033 |
0.33 A ———— 044~ 24— 44—

=d N _0:33

0.00 40.00 m

Values in Candela/m?, Scale 1 : 329

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 1.250 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.36 0.48 0.49 13
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (otrais posms) / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

500m
—D 0.24 0.36 036
0.36 048 ——————————_
/
036 0.60 0.60 0.48 0_48\
0.00
0.00 40.00 m

Values in Candela/m?, Scale 1 : 329

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 3.750 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul Tl [%)]

Calculated values: 0.39 0.48 0.62 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (tre$ais posms) / Planning data

No Audéju ielas I1dz Staiceles kapiem

Street Profile

Roadway 1 (Width: 5.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

Maintenance factor: 0.85

Luminaire Arrangements

(1
h i

o © T -3.00m e

0.00 42.00 m (2
Luminaire: SIA Elnitor RoadSpark SLIM 80W
Luminous flux (Luminaire): 8081 Im Maximum luminous intensities
Luminous flux (Lamps): 9200 Im at 70°: 501 cd/kim
Luminaire Wattage: 80.0 W at 80°: 188 cd/klm
Arrangement: Single row, bottom at 90°: 19 cd/kim
Pole Distance: 42.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 8.500 m luminaire installed for use.
Height: 8.500 m No luminous intensities above 95°.
Overhang (2): -3.000 m Arrangement complies with luminous intensity class G1.
Boom Angle (3): 5.0° Arrangement complies with glare index class D.4.
Boom Length (4): 2.000 m
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (tre$ais posms) / Luminaire parts list

SIA Elnitor RoadSpark SLIM 80W See our luminaire

Article No.: catalog for an image of
Luminous flux (Luminaire): 8081 Im the luminaire.
Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 88

Fitting: 1 x Cree XP-G (Correction Factor 0.600).
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14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (tre$ais posms) / False Colour Rendering

90 120 300

Page 35



Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (tre$ais posms) / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

\0 20 0.21 028 0.28 5.00m
_— \\/028 0.35 0_42M
B 0.00
0.00 42.00 m

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 1.250 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.32 0.56 0.60 14
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Liela iela (tre$ais posms) / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

_— 024 - 500 m
— 0.24 0.32— ]
~ 0.32 0.40 -040
0-40\—_—’0'40/ — = —
0.00
0.00 42.00 m

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 3.750 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.34 0.55 0.70 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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Staicele 2 daJa dimmeéts rezims

DIALux

14.04.2015

Operator
Telephone
Fax

e-Mail

Krasta iela / Planning data

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

El 1]

D . -0.50m
0.00 40.00 m

Luminaire: RoadSpark SLIM 60W

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

6072 Im

7440 Im

60.0 W

Single row, bottom
40.000 m

8.000 m

8.000 m

-0.500 m

0.0°

1.500 m

(Width: 3.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

Maximum luminous intensities

at 70°: 457 cd/klm
at 80°: 96 cd/klm
at 90°: 12 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 90°.

Arrangement complies with luminous intensity class G3.
Arrangement complies with glare index class D.4.
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Krasta iela / Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Krasta iela / False Colour Rendering

30 40 50 70 90 120 300
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Krasta iela / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

e — 036——036 3.00m
0.27 0_27/0_36 ¥0.36—0 36
—1 — 0_54__\ g

0.00

0.00 40.00 m

Values in Candela/m?, Scale 1 : 329

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 0.750 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.36 0.49 0.46 11
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Krasta iela / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

—| 0.277—0.36———0.45——0.45 0.36 3.00m
— 045, D36
0.00
0.00 40.00 m
Values in Candela/m?, Scale 1 : 329

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 2.250 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul TI [%]
Calculated values: 0.38 0.49 0.49 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
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Staicele 2 daJa dimmeéts rezims

DIALux

14.04.2015

Operator
Telephone
Fax

e-Mail

Audéju iela / Planning data

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

L . I0.50 m
0.00 40.00 m
Luminaire: RoadSpark SLIM 60W

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

6072 Im

7440 Im

60.0 W

Single row, bottom
40.000 m

8.500 m

8.500 m

0.500 m

0.0°

1.500 m

(Width: 6.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

Maximum luminous intensities

at 70°: 457 cd/klm
at 80°: 96 cd/klm
at 90°: 12 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 90°.

Arrangement complies with luminous intensity class G3.
Arrangement complies with glare index class D.4.
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Audéju iela / Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Audéju iela /| False Colour Rendering

90 120 300
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Audéju iela / Valuation Field Roadway 1/ Observer 1/ Isolines (L)

0.04 6.00 m
024 ____
0.24_{//0_40,22__;}0_32
— 032~ 040 0.48—_ 0.
. -/ N\, 048
[l 1 1 i OOO
0.00 40.00 m

Values in Candela/m?, Scale 1 : 329

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 1.500 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.31 0.50 0.52 11
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

Operator
Telephone
Fax

e-Mail

14.04.2015

Audéju iela / Valuation Field Roadway 1/ Observer 2 / Isolines (L)

6.00 m

0.24
0.32

0.32

—_—
0.40_0.48 0.56 j 0.40
=~ =

02402 03—
] /// : 0.48 0.40\

0.32———]

1

0.32

0.00

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 4.500 m, 1.500 m)
tarmac: R3, q0: 0.070

40.00 m

Values in Candela/m?, Scale 1 : 329

L,, [cd/m?] uo ul Tl [%)]

Calculated values: 0.33 0.52 0.60 9
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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Staicele 2 daJa dimmeéts rezims

DIALux

14.04.2015

Operator
Telephone
Fax

e-Mail

Nakotnes iela / Planning data

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

[11]

0.00m

Luminaire:

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

40.00 m

RoadSpark SLIM 60W
6072 Im

7440 Im

60.0 W

Single row, bottom
40.000 m

8.000 m

8.000 m

0.000 m

0.0°

1.500 m

(Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

Maximum luminous intensities

at 70°: 457 cd/klm
at 80°: 96 cd/klm
at 90°: 12 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 90°.

Arrangement complies with luminous intensity class G3.
Arrangement complies with glare index class D.4.
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Nakotnes iela / Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.500).

Page 49



Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Nakotnes iela / False Colour Rendering

90 120 300
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Nakotnes iela / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

\027 S —— 0?36 036— 4.00m
: — 036 —— : 0.36—
~—_ _ 0277 —"Y: /\___— - 0.36
I ! ! { 0.00
0.00 40.00 m

Values in Candela/m?, Scale 1 : 329

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 1.000 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.36 0.49 0.44 12
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Nakotnes iela / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

— —0.36 400 m
027 /0 —— 06— 0236 0.36,
t ! ! { 0.00
0.00 40.00 m

Values in Candela/m?, Scale 1 : 329

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 3.000 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.37 0.48 0.50 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims

DIALux

14.04.2015

Operator
Telephone
Fax

e-Mail

Priezu iela; Gravas iela; Meza iela / Planning data

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

-0.50 m

Luminaire:

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

33.00 m

RoadSpark SLIM 60W
6072 Im

7440 Im

60.0 W

Single row, bottom
33.000 m

8.000 m

8.000 m

-0.500 m

0.0°

1.500 m

(Width: 3.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

Maximum luminous intensities

at 70°: 457 cd/klm
at 80°: 96 cd/klm
at 90°: 12 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 90°.

Arrangement complies with luminous intensity class G3.
Arrangement complies with glare index class D.4.
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Priezu iela; Gravas iela; Meza iela / Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

PrieZu iela; Gravas iela; Meza iela / False Colour Rendering

90 120 300
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Priezu iela; Gravas iela; Meza iela / Valuation Field Roadway 1 / Observer 1/ Isolines

(L)

/0_40——\0 40 Gidii 3.00m
——=——040 0.56 L 48\\/

0.00

0.00 33.00 m

Values in Candela/m?, Scale 1 : 279

Grid: 11 x 6 Points
Observer Position: (-60.000 m, 0.750 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.43 0.63 0.67 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Priezu iela; Gravas iela; Meza iela / Valuation Field Roadway 1 / Observer 2 / Isolines

(L)
Y = — - 040— 3.00m
———040————048———048 ———0.48_ 0.40—
056 — 0.48
0.00
0.00 33.00m

Values in Candela/m?, Scale 1 : 279

Grid: 11 x 6 Points
Observer Position: (-60.000 m, 2.250 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.46 0.65 0.75 9
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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Staicele 2 daJa dimmeéts rezims

DIALux

14.04.2015

Operator
Telephone
Fax

e-Mail

Salacas iela / Planning data

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

L 1 1 i OOO m
0.00 4400 m
Luminaire:

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

(Width: 6.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

SIA Elnitor RoadSpark SLIM 80W

8081 Im

9200 Im

80.0 W

Single row, bottom
44.000 m

9.000 m

9.000 m

0.000 m

0.0°

1.500 m

Maximum luminous intensities

at 70°: 492 cd/klm
at 80°: 103 cd/klm
at 90°: 13 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 90°.

Arrangement complies with luminous intensity class G2.
Arrangement complies with glare index class D.4.
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Salacas iela / Luminaire parts list

SIA Elnitor RoadSpark SLIM 80W See our luminaire

Article No.: catalog for an image of
Luminous flux (Luminaire): 8081 Im the luminaire.
Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 88

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Salacas iela / False Colour Rendering

30 40 50 70 90 120 300
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Salacas iela / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

0.20 6.00 m
N ~——020 030—> 0.30
030\_’/0-30’0 40— 050 040
—-—> 0.60— 0.40
L ! ! { OOO
0.00 4400 m
Values in Candela/m?, Scale 1 : 358
Grid: 15 x 6 Points
Observer Position: (-60.000 m, 1.500 m, 1.500 m)
tarmac: R3, q0: 0.070
L,, [cd/m?] uo ul Tl [%]
Calculated values: 0.35 0.48 0.48 12
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

Page 61



Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Salacas iela / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

: 0.30 ————————0.40
Gl o= 040050 o
— ——0. 0.40 —
— ﬁm 0.40
040 050 0.60 0 050 /
. . . - 70.00
0.00 44.00 m

Values in Candela/m?, Scale 1 : 358

Grid: 15 x 6 Points
Observer Position: (-60.000 m, 4.500 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.37 0.49 0.59 9
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015
Operator
Telephone
Fax
e-Mail
Cerinu iela / Planning data
Street Profile
Roadway 1 (Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

Maintenance factor: 0.85

Luminaire Arrangements

& H | Y

—1 [ | _100 m H
0.00 50.00 m (2
Luminaire: SIA Elnitor RoadSpark SLIM 80W
Luminous flux (Luminaire): 8081 Im Maximum luminous intensities
Luminous flux (Lamps): 9200 Im at 70°: 492 cd/klm
Luminaire Wattage: 80.0 W at 80°: 103 cd/klm
Arrangement: Single row, bottom at 90°: 13 cd/kim
Pole Distance: 50.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 9.500 m luminaire installed for use.
Height: 9.500 m No luminous intensities above 90°.
Overhang (2): -1.000 m Arrangement complies with luminous intensity class G2.
Boom Angle (3): 0.0° Arrangement complies with glare index class D.4.

Boom Length (4): 1.000 m
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Cerinu iela / Luminaire parts list

SIA Elnitor RoadSpark SLIM 80W See our luminaire

Article No.: catalog for an image of
Luminous flux (Luminaire): 8081 Im the luminaire.
Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 88

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Cerinu iela / False Colour Rendering

30 40 50 70 90 120 300
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Cerinu iela / Valuation Field Roadway 1/ Observer 1/ Isolines (L)

N\ 016 02470 37—=032——=032._-032—_ %00m

0.00

0.00 50.00 m

Values in Candela/m?, Scale 1 : 401

Grid: 17 x 6 Points
Observer Position: (-60.000 m, 1.000 m, 1.500 m)

tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul Tl [%)]
Calculated values: 0.30 0.48 0.41 11
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Cerinu iela / Valuation Field Roadway 1/ Observer 2 / Isolines (L)

— [ 0.18 0270 36——"0.36 ——0.36~_ L

0.27 — —— 036

0.00

50.00 m

Values in Candela/m?, Scale 1 : 401

Grid: 17 x 6 Points
Observer Position: (-60.000 m, 3.000 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.32 0.46 0.46 9

Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15

Fulfilled/Not fulfilled: v v v v
FY
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Staicele 2 daJa dimmeéts rezims

DIALux

14.04.2015

Operator
Telephone
Fax

e-Mail

Lazdu iela / Planning data

Street Profile

Roadway 1

Maintenance factor: 0.85

Luminaire Arrangements

=] |

=1 1

L i i i 1050 m
0.00 42.00 m

Luminaire: RoadSpark SLIM 60W

Luminous flux (Luminaire):

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

6072 Im

7440 Im

60.0 W

Single row, bottom
42.000 m

9.000 m

9.000 m

0.500 m

0.0°

1.500 m

(Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

2

Maximum luminous intensities

at 70°: 457 cd/klm
at 80°: 96 cd/klm
at 90°: 12 cd/kim

Any direction forming the specified angle from the downward vertical, with the
luminaire installed for use.

No luminous intensities above 90°.

Arrangement complies with luminous intensity class G3.
Arrangement complies with glare index class D.4.
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Lazdu iela / Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Staicele 2 daJa dimmeéts rezims D | /\ I_ ux
14.04.2015

Operator
Telephone
Fax

e-Mail

Lazdu iela / False Colour Rendering

90 120 300
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Lazdu iela / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

——— o ar 4.00m
| O oo 0035~
— 0.28 / 0.40— 049~ 5 ]
1 Il Il i OOO
0.00 42.00 m

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 1.000 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.32 0.53 0.52 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v

FY
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Staicele 2 daJa dimmeéts rezims D | A I_ ux

14.04.2015

Operator
Telephone
Fax

e-Mail

Lazdu iela / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

—
- I 0.28 0.35——0.35 400 m
0.28 5 28%\
" - 0.35 042 0.49
— 049 042 035
. . , . 0.00
0.00 42.00 m

Values in Candela/m?, Scale 1 : 344

Grid: 14 x 6 Points
Observer Position: (-60.000 m, 3.000 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo Ul TI [%]

Calculated values: 0.34 0.55 0.55 8
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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14.04.2015
Operator
Telephone
Fax
e-Mail
Liepu iela / Planning data
Street Profile
Roadway 1 (Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

Maintenance factor: 0.85

Luminaire Arrangements

= 0] ;

— [ | _150 m H
0.00 47.00 m (2
Luminaire: SIA Elnitor RoadSpark SLIM 80W
Luminous flux (Luminaire): 8081 Im Maximum luminous intensities
Luminous flux (Lamps): 9200 Im at 70°: 492 cd/klm
Luminaire Wattage: 80.0 W at 80°: 103 cd/klm
Arrangement: Single row, bottom at 90°: 13 cd/kim
Pole Distance: 47.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 9.000 m luminaire installed for use.
Height: 9.000 m No luminous intensities above 90°.
Overhang (2): -1.500 m Arrangement complies with luminous intensity class G2.
Boom Angle (3): 0.0° Arrangement complies with glare index class D.4.

Boom Length (4): 1.500 m
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14.04.2015
Operator
Telephone
Fax
e-Mail
Liepu iela / Luminaire parts list
SIA Elnitor RoadSpark SLIM 80W See our luminaire

Article No.: catalog for an image of
Luminous flux (Luminaire): 8081 Im the luminaire.
Luminous flux (Lamps): 9200 Im

Luminaire Wattage: 80.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 88

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Operator
Telephone
Fax

e-Mail

Liepu iela / False Colour Rendering

90 120 300
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Operator
Telephone
Fax

e-Mail

Liepu iela / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

~ = 400m
0.32——— —0.32
0.24 032——— 0.32
— | 02— om—— 0.48—_-0.40
~ 0.00

0.00 47.00 m

Values in Candela/m?, Scale 1 : 379

Grid: 16 x 6 Points
Observer Position: (-60.000 m, 1.000 m, 1.500 m)
tarmac: R3, q0: 0.070

L,, [cd/m?] uo ul Tl [%]

Calculated values: 0.31 0.50 0.43 12
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Operator
Telephone
Fax

e-Mail

DIALux

14.04.2015

Liepu iela / Valuation Field Roadway 1 / Observer 2 / Isolines (L)

md AN

) 027

) T—

—ee
- ———0.45
/0.27 0.36

0.27

=—0.36=""-0.36—n0.36 ——_|

4.00m

0.00

Grid: 16 x 6 Points

Observer Position: (-60.000 m, 3.000 m, 1.500 m)
tarmac: R3, q0: 0.070

47.00 m

Values in Candela/m?, Scale 1 : 379

L,, [cd/m?] uo Ul TI [%]
Calculated values: 0.33 0.51 0.51 10
Required values according to class MEG6: =>0.30 =>0.35 =>0.40 <15
Fulfilled/Not fulfilled: v v v v
FY
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Operator
Telephone
Fax
e-Mail
G3ajéju celins / Planning data
Street Profile
Roadway 1 (Width: 4.000 m, Number of lanes: 2, tarmac: R3, q0: 0.070)

Maintenance factor: 0.85

Luminaire Arrangements

= | [ v

1 Il Il i _050 m H

0.00 35.00 m (2
Luminaire: RoadSpark SLIM 60W
Luminous flux (Luminaire): 6072 Im Maximum luminous intensities
Luminous flux (Lamps): 7440 Im at 70°: 457 cd/klm
Luminaire Wattage: 60.0 W at 80°: 96 cd/kim
Arrangement: Single row, bottom at 90°: 12 cd/kim
Pole Distance: 35.000m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1 ): 8.000 m luminaire installed for use.
Height: 8.000 m No luminous intensities above 90°.
Overhang (2): -0.500 m Arrangement complies with luminous intensity class G3.
Boom Angle (3): 0.0° Arrangement complies with glare index class D.4.
Boom Length (4): 1.500 m
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Operator
Telephone
Fax

e-Mail

Gajeéju celiné / Luminaire parts list

RoadSpark SLIM 60W See our luminaire

Article No.: catalog for an image of

Luminous flux (Luminaire): 6072 Im the luminaire. @
Luminous flux (Lamps): 7440 Im

Luminaire Wattage: 60.0 W

Luminaire classification according to CIE: 100
CIE flux code: 35 68 94 100 82

Fitting: 1 x Cree XP-G (Correction Factor 0.500).
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Operator
Telephone
Fax

e-Mail

Gajéju celins / False Colour Rendering

30 40 50 70 90 120 300
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Operator
Telephone
Fax

e-Mail

Gajéju celins / Valuation Field Roadway 1 / Results overview

400m
0.00
0.00 35.00 m
Maintenance factor: 0.85 Scale 1:294
Grid: 12 x 3 Points
Accompanying Street Elements: Roadway 1.
Selected Lighting Class: S4 (All lighting performance requirements are met.)
E,, [IX] Emin [IX]
Calculated values: 5.42 277
Required values according to class: =>5.00 =>1.00
Fulfilled/Not fulfilled: v v
FY
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